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GENERAL NOTES:

1. PROVIDE CABLE OPERATED DAMPERS AND 

REMOTE OPERATOR FOR ALL MANUAL 

VOLUME DAMPERS SHOWN ABOVE GYPSUM 

HARDLID CEILING.

2. RETURN AIR PLENUM ABOVE ALL CEILINGS. 

MATERIAL ABOVE CEILING TO BE FIRE RATED 

PER IMC CHAPTER 6.

3. REFRIGERANT PIPING TO BE INSTALLED PER 

PIPING DIAGRAM M600 AND MANUFACTURER 

INSTALLATION REQUIREMENTS. MECHANICAL 

CONTRACTOR IS RESPONSIBLE FOR FINAL 

ROUTING OF PIPING TO EACH UNIT PER 2015 

IMC REQUIREMENTS AND SPECIFICATIONS. 

4. SEE DETAIL 3/M501 FOR FAN COIL 

INSTALLATION DETAILS.

FLAG NOTES:

FILTER PULL AND ELECTRICAL ACCESS 

CLEARANCES. (TYP.)

PROVIDE 3/4" CONDENSATE, ROUTE TO MOP 

SINK OR HUB DRAIN. PROVIDED BY P.C. 

REFER TO PLUMBING DRAWINGS FOR 

INDIRECT RECEPTOR LOCATION AND 4/M501 

FOR CONDENSATE DRAIN DETAIL. 

CONTRACTOR TO VERIFY FINAL 

COORDINATED ROUTING PER CODE 

REQUIREMENTS. (TYP.)

INTERLOCK FAN COIL THERMOSTATS VIA 

BACNET INTERFACE PROGRAMMING TO 

COMPLY WITH 2015 WSEC C403.2.4.1 TO 

PREVENT ONE ZONE IN HEATING WHILE THE 

OTHER ZONE IS IN COOLING EXCEPT WHERE 

ALLOWED PER EXCEPTION 2.
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(NORTH)
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